PAVEMENT STRENGTH SURVEY
STATE Alaska CITY Seward AIRPORT Seward This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES Existing soiL Subbase Base Surface Pavement
CONSTRUCTION SOURCE OF Pavement Conditions|
IDENT. NAME ORIG. OVERLAY |AGENCY INFORMATION (PCI) CLASS Course Course Course Overlay Strength
RONWAYS
Unknown
Thickness
6100-01 Runway 12-30 Section 1 1983 AK DOT&PF 51 BST 3"AC H42
6100-02 Runway 12-30 Section 2 1983 AK DOT&PF 53 4" BST 3"AC H42
Unknown
Thickness
6100-03 Runway 12-30 Section 3 1983 AK DOT&PF 79 BST 3"AC H42
6200-01 Runway 15-33 Section 1983 [AK DOT&PF 51 2"AC H42
TAXIWAYS
100-01 Taxiway A Section 1 1983 (AK DOT&PF 47
100-02 Taxiway A Section 2 1992 [AK DOT&PF 73
Unknown
Thickness
200-01 Taxiway B 1983 (AK DOT&PF 57 CABC 3"AC
300-01 Taxiway C 1983 AK DOT&PF 46 2"AC
400-01 Taxiway D 1983 [AK DOT&PF 27 2"AC
500-01 Taxiway E 1992 (AK DOT&PF 69 30" Borrow 6" CABC 2"AC
600-01 Taxiway F 1992 AK DOT&PF 63 30" Borrow 6" CABC 2"AC
APRONS
4100-01 Operations Apron 1983 (AK DOT&PF 57
4200-02 Parking Apron 1992 AK DOT&PF 87 30" Barrow 6" CABC 2"AC
REMARKS:
This airport serves single and twin general aviation aircraft with occasional C130 traffic on R/W 12-30
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